
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 



RAFTER PLYWOOD HIGH TEMP UNDERLAYMET 
(SMOOTH)

DURA METAL ROOFING

Screws 

Maximum 
Design 
Pressure 

Plywood and Underlayment Counter Batten and Batten 

Field 
Condition 

Perimeter and 
Corner Condytion 

Field 
Condition 

Perimeter and 
Corner Condytion 

RAFTER PLYWOOD HIGH TEMP UNDERMAINT 
(SMOOTH) 

10 20 5 10 

-67,5 psf -97,5 psf -116,25 psf -157,5 psf

DURA TILE INSTALLATION 

1/9 

11-11,5” 13,5” 13,5” 13,5” 13,5”



DURA TILE INSTALLATION 

2/9 



DURA TILE INSTALLATION 

EAVE BRACKET 

HIGH TEMP UNDERLAYMENT (SMOTH) 

PLYWOOD 

DURA METAL 
ROOFING 

3/9 

LONG SELF-DRILLING FASTENERS 



DURA TILE INSTALLATION 

DURA METAL ROOFING 

4/9 

SHORT SELF-DRILLING 
FASTENES 



DURA TILE INSTALLATION 

5/9 

DURA METAL ROOFING 

2 x SHORT SELF-DRILLING 
FASTENES 



DURA TILE INSTALLATION 

DURA METAL ROOFING 

6/9 

SHORT SELF-DRILLING 
FASTENES 



If necessary, remove one of the two long farmers to adjust the set of 
tiles to the angle of the eave and gable. DURA TILE INSTALLATION 

7/9 



8/9 

DURA TILE INSTALLATION 

LONG SELF-DRILLING FASTENERS 
„10 screws per panel” with one fastener at each 
indicated location. 
„20 screws per panel” with one fastener at each 
indicated location. (1-inch apart). 



9/9 

DURA TILE INSTALLATION 

LONG SELF-DRILLING 
FASTENERS 


